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Packing List

Item Name Quantity | Unit
1 | RG-RAP1200(P)Host 1 Set
2 | This Quick Installation Guide 1 Copy
3 | Warranty card 1 Copy
4 | Mounting Screw 2 Piece

Appearance and Interface

Top View
f@—“ o

Note: 1 Reset button 3 LAN ports
2 LAN/PoE-Out port

Rear View

Note: 1  WAN/PoE Port
Note:

1. When powering the AP through PoE, connect one end of the
Ethernet cable to the WAN/PoE port and the other end to a
PoE-capable device.

2. With IEEE 802.3at PoE+ input, the PoE-OUT port supports up to
15.4W output power to the external terminals complying with IEEE
802.3af.



LED Indicator and Button

LED Indicator
and Button

Frequency

Description

LED Indicator

Solid green

Normal operation.

Off

The AP not receiving power.

Blinking(0.5Hz)

Normal operation, but the AP is
not connected to Ruijie Cloud.

Fast blinking(10HZz)

Possible cases:

1.Restoring the factory default
settings

2.Upgrading the firmware
3.Restoring the image file
4.Initializing the device

5. Overload of the PoE-Out port

Reset Button

Press for less than 2
seconds

Restart the device.

Press for more than 5
seconds

Restore the factory settings.

Product Installation
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1.Loosen screws on the 86-type faceplate that is mounted on the

wall.

2.Connect the Ethernet cable to the WAN/PoE port.
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3.Align screw holes on both sides of the device over those on the

faceplate. And then tighten screws with a screwdriver.
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4.Install the plate cover in the way as shown in the figure.

Note:

You need to buy the mounting bracket, if you mount the AP on a
single-gang wall junction box compliant with US standards.

Network Configuration
Method 1 (Recommended)
Scan the QR-code on the manual or device to download Ruijie
Cloud App. Follow the guide on App to set up and configure the
network.

Method 2

Connect to the device SSID (@Ruijie-mxxxx when there are multiple
devices and @Ruijie-sxxxx default when there is only one device),
or connect the cable with LAN port and visit http://10.44.77.253
(default password:admin). It is recommend to configure the IP
address of PC as 10.44.77.250.

Note:
This equipment is restricted to indoor operation in 5.15-5.25GHz for
Hong Kong.
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Danh sach thiét bi va phu kién

Muc Tén S6 lwong | Pon vi
1 RG-RAP1200(P) 1 B6
2 | Hwdng dan Iap dat nhanh 1 Ban
3 Thé bao hanh 1 Ban
4 | Vitgan 2 Chiéc

Ngoai quan va Mat ghép nbi

Mat truéc —
g
o o
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Chu thich: 1 NGt khéidong lai 3 Cdng LAN

2 Céng LAN/PoE-Out

Mat sau

Cha thich: 1 Céng WAN/PoE

1. Khi cdp ngudn cho AP qua PoE, cdm mdt dau cap Ethernet vao cong
WAN/PoE va dau con lai vao mot thiét bi hd tro PoE.

2. V&i IEEE 802.3at PoE + dau vao, cdng PoE-OUT hd tro cdng suat dau ra
|én t&i 15,4 W cho céc thiét bj dau cudi bén ngoai theo tiéu chuin IEEE
802.3af.



Trang thai dén LED va Nut

Trang thai déen
LED va Nut

Tan sé

Mé ta

Mau xanh 1a thuan

Hoat dong binh thwdng.

Tat

AP khéng nhan ngudn.

Nhép nhay (0,5 Hz)

Hoat dong binh thu’(‘y’ng, r)hung
AP khong duwoc két ndi voi
Ruijie Cloud.

Trang thai den LED

Hz)

Nhép nhay nhanh (10

Céc trwdng hop cé thé xay ra:
1. Khéi phuc cai dat mac dinh
clia nha san xuét

2. Nang cip phan mém

3. Khéi phuc phan mém

4. Khéi chay thiét bj

5.Cbng PoE-Out qua tai

Nhan git dudi 2 giay

Khéi dong lai thiét b.

Nut kh@i dong lai

Nhén gitr dwoi 5 giay

Khéi phuc cai dat mac dinh cua
nha san xuat.

Lap dat san pham
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1.N&i ldng cdc vit trén mat na kiéu 86 duwoc 1ap trén tuwong.

2.C3m cap Ethernet vao céng WAN/PoE.
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3.C3n chinh 16 vit & hai bén cua thiét bj vdi cac 16 vit trén mat na. Sau dé
siét chat vit bang tudc no vit.
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4.L3p dat 6p mat nhu trong hinh minh hoa.

Luu y:

Ban can mua gia 13p néu 1ap AP trén hdp ki thuat theo tiéu chudn cla MY.
CAu hinh

Phuwong phap 1 (Khuyén nghi)

Quét m3 QR trén huwdng dan s dung hodc thiét bi dé tai xuéng

RujieCloud. Thuc hién theo chi dan trén Ung dung dé thiét 1ap va dinh cau

hinh mang.

Phwong phap 2

K&t ndi vai thiét bj SSID (@Ruijie-mxxxx khi cé nhiéu thiét bj va
@Ruijie-sxxxx khi chi cd mot thiét bi) hodc cam cap vao cdng LAN va truy
cap http://10.44.77.253 (mat khau mac dinh: admin). Khuyén nghj dinh
cau hinh dija chi IP 13 10.44.77.250.



Isi Paket

No. Nama Jumlah | Satuan
1 Unit Perangkat RG-RAP1200(P) 1 Set
2 Panduan Instalasi Cepat Ini 1 Salin
3 Kartu Garansi 1 Salin
4 Sekrup Penyangga 2 Buah

Tampilan dan Penampang

Tampak Atas .
)
l_ o o
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Catatan: 1 Tombol Reset 3 Port LAN
2 Port LAN/PoE-Out

Tampak Belakang

Catatan: 1 Port WAN/PoE

1. Ketika menyalakan Akses Poin melalui PoE, hubungkan ujung
kabel ethernet ke port WAN/PoE dan ujungnya yang lain ke
perangkat yang bisa PoE.

2. Dengan mendukung masukan daya dengan standar IEEE
802.3at PoE+ , maka Port PoE-OUT dapat mendukung keluaran
daya hingga 15.4W untuk mendukung perangkat lain yang
mendukung masukan daya dengan standar PoE |IEEE 802.3af.
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Indikator LED dan Tombol

Indikator LED

dan Tombol Frekuensi Deskripsi
Hijau Berfungsi normal.
Mati Akses Poin tidak mendapatkan
daya.
Berfungsi normal, tetapi Akses
Berkedip (0.5Hz) Poin tidak terhubung ke Cloud
Indikator LED Ruijie.

Kemungkinan:

1.Mengembalikan pengaturan ke
pengaturan awal

Berkedip cepat (10Hz) | 2.Memperbarui firmware
3.Mengembalikan file image
4.Memulai perangkat

5.Port PoE-Out kelebihan beban

Ditekan selama kurang

Tombol Resef dari 2 detik Restart perangkat.
Ditekan selama lebih Mengembalikan pengaturan ke
dari 5 detik pengaturan awal.

Pemasangan perangkat
1]
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1.Longgarkan sekrup pada faceplate tipe 86 yang sudah terpasang
di dinding. e

2.Hubungkan kabel ethernet ke port WAN/PoE.
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3.Sejajarkan lubang sekrup pada kedua sisi perangkat melalui

faceplate tersebut. Kemudian kencangkan sekrup menggunakan

obeng. (4
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4.Pasang penutup faceplate seperti gambar di atas.

Catatan:

Anda perlu membeli bracket penyangga tambahan, jika memasang
Akses Poin ini pada kotak persimpangan dinding gang-tunggal
sesuai dengan standar US.

Konfigurasi Jaringan

Cara Pertama (Direkomendasikan)

Pindai QR-code pada buku panduan, atau perangkat untuk
mengunduh aplikasi Ruijie Cloud, kemudian konfigurasi jaringan
sesuai dengan petunjuk pada aplikasi.

Ohgan

Cara Kedua

Hubungkan ke SSID perangkat (@Ruijie-mxxxx saat terdapat
banyak perangkat dan @Ruijie-sxxxx default saat hanya ada satu
perangkat), atau hubungkan kabel dengan port LAN dan buka
http://10.44.77.253 (kata sandi default:admin). Disarankan untuk
mengonfigurasi IP address PC anda dengan 10.44.77.250.
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KoMmnnekrauusa

n/n HanmeHoBaHue KonunyectBO SLDLLE
n3MepeHus
1 | Toukapgoctyna RG-RAP1200(P) 1 KOMNAEKT
2 | KpaTKadA MHCTPYKLUMA MO MOHTaXy 1 aK3emnnaAp
3 | FapaHTUIHbINA TaNOH 1 3K3emnnaap
4 | KpenéxHbiA BUHT 2 LUT.

BHewHMM BUA N MHTepdeNnc

Bua cnepegm ey

PucyHok1-1
MpumeyaHune: 1- KHonKa cbpoca
2 - BbixoaHol nopt LAN/PoE
3 - MopTbl LAN
Bua czagn

MpumeyaHme: 1 Nopt WAN/PoE

1. lNpwu ncnonblzosaHmu PoE ana snekTponmnTaHUA TOYKM A40CTyNa
NoAKAOYNTE OANH KOHel, Kabens Ethernet K nopty WAN/PoOE, a apyroi
KOHeL, - K yCTpoMnCTBY € noaaep»kkou PoE.

2. BbixogHou nopT PoE nogaep»xmBaeT noaayvy 3sN1eKTPONUTaHUA Ha
BHEeLWHWe YCTPOWNCTBA, COOTBETCTBYHOLWME cTaHaapTy |IEEE 802.3af. Mpwu
ncnonb3oBaHmm exoga 802.3at POE+, maKcMManbHasA BbIXo4HaA
MOLLLHOCTb BbIXogHOro nopta Pok coctasnaer 15,4 BrT.
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CBeTOoAMOAHbIM MHANKATOP U KHOMKa cbpoca

CBeToaMOAHDbIN
MHOUKATOP U
KHONKa cbpoca

Nupukauma/peiictene

OnucaHue

CBeToANOAHbBIN
MHANKATOP

MocToAHHO ropuT
3e/1éHbIN

HopmanbHbI pexkum paboTbl

BbikntoueH

Touka A0CTyna OTK/IIOYEHAa OT
IANNEKTPONMUTAHUNA.

MwuraHue (0,5 ')

HopmanbHbIn pexxmum paboTbl, HO
TOYKaA A40CTyNa He NOAKNYEHa K
O6naky Ruijie.

BbicTpoe muranme (10

ru)

BO3MOXKHble BapuaHTbl:
1.BoccTaHoBIEHWE 3aBOACKUX
HaACTPOEK N0 YMOAYAHUIO
2.06HoB/IEHNE NPOLUMBKHK
3.BoccTtaHoBneHue dpanna obpasa
4.MHnumanmnsauma ycTpomcTea

5. Meperpy3ka BbixogHoro nopta PoE

KHonka cbpoca

HaxaTtue B TedyeHune
MeHee 2 CeKyHA,

nepesanyckaeT yCTPOMCTBO.

HaaTtue B TeyeHune
b6onee 5 cekyHp,

BOCCTaHAB/IMBAET 3aBOACKNeE
HaCTpOVIKM Nno YMO4aHUIO.

MoHTax ycTponcTea
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